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Surge Arresters ETITEC B - F Type
   Category EN / IEC / VDE  - TYPE 1,2 / Class I,II /  B,C

Ne
w

!

Remote status indication (option)
DIN rail mounting
Terminal cross section up to 35 mm2

High discharge currents
High protection degree
Protective element - high energy MOV 

ETITEC B F type

Type Code no.
Uc Iimp (10/350) Weight Packaging

[V AC] [kA] [g] [pcs]

ETITEC B 275/12,5 F 1+0 002440121 275 12,5
150

12
ETITEC B 320/12,5 F 1+0 002440122 320 12,5

ETITEC B 275/12,5 F 1+0 RC 002440124 275 12,5
155

ETITEC B 320/12,5 F 1+0 RC 002440125 320 12,5

ETITEC B 275/12,5 F 2+0 002440131 275 12,5
300

7
ETITEC B 320/12,5 F 2+0 002440132 320 12,5

ETITEC B 275/12,5 F 2+0 RC 002440134 275 12,5
600

ETITEC B 320/12,5 F 2+0 RC 002440135 320 12,5

ETITEC B 275/12,5 F 3+0 002440141 275 12,5
450

5
ETITEC B 320/12,5 F 3+0 002440142 320 12,5

ETITEC B 275/12,5 F 3+0 RC 002440144 275 12,5
465

ETITEC B 320/12,5 F 3+0 RC 002440145 320 12,5

ETITEC B 275/12,5 F 4+0 002440151 275 12,5
600

3
ETITEC B 320/12,5 F 4+0 002440152 320 12,5

ETITEC B 275/12,5 F 4+0 RC 002440154 275 12,5
620

ETITEC B 320/12,5 F 4+0 RC 002440155 320 12,5

* RC - remote status indicarion



Technical data
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Type ETITEC B xxx/12,5F

275 320

In accordance with IEC-61643-1

Category EN / IEC / VDE Type 1,2 / Class I,II / B,C

Max.continuous operaing voltage  Uc (AC/DC) 275V 320V

Nominal discharge current  In (8/20) 25kA 25kA

Max. discharge current  Imax (8/20) 50kA 50kA

Impulse current   Iimp (10/350) 12.5kA 12.5kA

Protection level Up at Iimp (10/350 <1.6kV <1.6kV

Residual voltage Ures at Iimp (10/350)  <1.0kV <1.1kV

Follow current If NO

Response time tA <25ns

Residual current at Uc <2.5mA

Thermal protection YES

Back-up fuse (if mains > 250A) 160A gL

Short-circuit withstand current 25kA / 50Hz

Temperature range - 40°C ...+80°C

Terminal cross section 35mm2 (solid) / 25mm2 (stranded)

Terminal screw torque Max. 3.5Nm

Mounting EN 60715 35mm top-hat rail

Degree of protection IP20

Housing material Thermoplastic; extinguishing degee UL 94 V-0

Dimensions DIN 43880 1TE (1+0), 2TE (2+0), 3TE (3+0), 4TE (4+0)

Dimensions

Connection digrams
ETIEC B ___F 3+0 (RC)

ETIEC B ___F 1+0 (RC) ETIEC B ___F 2+0 (RC)

ETIEC B ___F 4+0 (RC)

ETIEC B ___F  2+0(RC) ETIEC B ___F 3+0 (RC) ETIEC B ___F 4+0 (RC)


